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Metro Ethernet Forum (MEF) 
MSC (mobile switching center) 
MTSO (mobile telecommunications switching office) 
Multilink PPP (MLPPP or 
MLP) 
net neutrality 
NID (network interface device) 
NIU (network interface unit) 
NT1 (Network Termination 1) 
NT2 (Network Termination 2) 
OC (Optical Carrier) 
OC-1 
OC-12 
OC-3 
OLT (optical line terminal) 
ONU (optical network unit) 
partial-mesh WAN 
PON (passive optical network) 
POTS (plain old telephone service) 
PRI (Primary Rate Interface) 
PVC (permanent virtual circuit) 
ring topology WAN 
RJ-48 
SDH (Synchronous Digital 
Hierarchy) 
self-healing 
signal level 
SIM (Subscriber Identity Module) 
card 
smart jack 
SONET (Synchronous Optical 
Network) 
split horizon 
split horizon route advertisement 
spread-spectrum 
star topology WAN 
SVC (switched virtual circuit) 
symmetric DSL 
symmetrical 
T-1 (terrestrial carrier level 1) 
T-3 
TA (terminal adapter) 
T-carrier 



TE (terminal equipment) 
throttling 
tiered topology WAN 
transponder 
unmodulated carrier tone 
uplink 
upstream 
virtual circuit 
WAN interface card (WIC) 
WAN link 
WAN site 
WiMAX (Worldwide 
Interoperability for Microwave 
Access) 
WiMAX 2 
WiMAX Release 2 
xDSL 

  



Chapter 12 

acquisitions server 
active card 
active data 
actuator 
AIT (advanced imaging technology) machine 
ambient data 
asset management 
backleveling 
biometrics 
biorecognition access 
business continuity 
chain of custody 
cipher lock 
closed loop system 
closed network 
closed-circuit TV (CCTV) 
cold site 
computer forensics 
degausser 
disaster recovery 
distributed control system (DCS) 
downgrading 
driver update 
eDiscovery 
electronic discovery 
ESI (electronically stored 
information) 
Faraday cage 
field device 
fieldbus 
first responder 
historian 
hot seizure and removal 
hot site 
human-machine interfaces (HMI) 
I/O server 
ICS server 
industrial control system (ICS) 
industrial system 
Internet of Things (IoT) 
legal hold 
maintenance window 
mantrap 



master terminal unit (MTU) 
MLA (master license 
agreement) 
MOU (memorandum of 
understanding) 
MSA (master service agreement) 
open loop system 
passive card 
patch 
programmable logic controller 
(PLC) 
prox card 
proximity card 
remote terminal unit (RTU) 
RFP (request for proposal) 
rollback 
service pack 
SLA (service-level agreement) 
smart card 
SOW (statement of work) 
supervisory control and data 
acquisition (SCADA) 
telemetry 
testing lab 
upgrade 
warm site 


